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Since our inception in 1963 ï the T.A. Pelsue 
Company has designed and manufactured high 

quality equipment to improve the personnel efý-
ciency and working conditions in various under-
ground, conýned, and outdoor areas.
Founded by T. Allen Pelsue, the company has estab-
lished a continuing reputation for excellence in the 
production of ýne products for a broad spectrum of 
industry throughout the world.

Now, in our second generation of family direction, 
continued commitment to innovation and qual-
ity makes Pelsue a leading source of equipment 
for many types of conýned spaces.  We specialize 
in safety, retrieval, fall arrest, ventilation, cable 
placing, splicing, and maintenance nationally and 
abroad.  With more than 70,000 square feet of facil-
ities available, Pelsue continues the dedication that 
has made us pre-eminent in this ýeld.
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1.0 - General Information

          ISO 9001
T.A. Pelsue Company § 2500 S Tejon, Englewood, Colorado, 80110, USA § Telephone (303) 936-7432 § Fax (303) 934-5581

Thank you and congratulations on purchasing what we feel is the worldôs ýnest Fiber Optic Splicing 
Trailer.  Prior to unloading your trailer, please note the following:

Upon receipt of your new Pelsue Fiber Optic Splicing Trailer:

1.  Install tongue jack, if not already installed, on the pivot mount provided at the A-frame of trailer 
prior to unloading from carrier.  This jack is stored inside of the trailer in a cabinet module if not 
installed upon receipt.  Wheel chocks, if chosen as an option, and corner leveling jacks may also 
be stored inside in a cabinet module.

2.   Once trailer is safely on the ground with wheels chocked, inspect the exterior to verify damage 
has not occurred during transit.  NOTE ANY DAMAGE ON BILL OF LADING.

3.   Install rear corner leveling jacks if required and, if selected, the optional front leveling jacks.

4.  Remove any additional protective padding that may have been installed around the roof top 
mounted air conditioner.

5. Open genset compartment and visually inspect genset.  Check the oil level prior to starting it.

6.  The air conditioner, generator and base trailer carry factory warranties by their respective 
manufacturers.  We will gladly assist with and coordinate any warranty claims you may have 
with any component, whether Pelsue or another manufacturer.

7.  An operation & service manual is located inside of the trailer in a wall-mounted holder.  Also 
provided are manuals pertaining to other pieces of installed equipment.  Please make a record 
of the trailer VIN number, generator serial number and air conditioner serial number, a place for 
recording these numbers is located in section 2.1 of this manual.  These numbers will aid us in 
identifying your trailer if future warranty or service needs are required.

8.  If you have any questions or require assistance with your trailer, now or in the future, please 
contact us at 1-800-525-8460.

9.  Thank you for purchasing your Fiber Optic Splicing Trailer from the PELSUE COMPANY.  We 
know it will give you many years of faithful service.

The following section contains general information that should be read immediately upon receipt of 
your Pelsue trailer.

1.1 - Introduction
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T.A. Pelsue Company

Quality Policy
OUR GOAL IS THE PURSUIT OF NEVER-ENDING IMPROVEMENT IN 
PRODUCT QUALITY AND BUSINESS SYSTEMS.

METHODS TO BE EMPLOYED IN ATTAINING THIS GOAL WILL INCLUDE 
NEW PRODUCT QUALITY PLANNING, EMPLOYEE TRAINING, AND UTI-
LIZATION OF EMPLOYEE INVOLVEMENT GROUPS TO SOLVE PROB-
LEMS. 

IN AN INCREASINGLY COMPETITIVE MARKETPLACE, ENSURING CUS-
TOMER SATISFACTION IS ONE OF THE DIFFERENTIATORS THAT SETS 
YOU APART FROM THE PACK AND YIELDS A COMPETITIVE ADVAN-
TAGE.

THEREFORE, WE WILL SUPPORT TOTAL CUSTOMER SATISFACTION 
BY IMPLEMENTING THE ISO 9001 QUALITY SYSTEM AND PROVIDING 
THE NECESSARY ATMOSPHERE AND TRAINING TO NURTURE THIS 
CONCEPT THROUGHOUT OUR ORGANIZATION.

WE WILL MAKE EVERY BUSINESS DECISION AS THOUGH THE QUAL-
ITY OF THE PART OR SERVICE PROVIDED WAS DESTINED FOR OUR 
OWN OR OUR FAMILYôS USE.  WE WILL ALWAYS THINK QUALITY 
FIRST.

EVERY T.A. PELSUE COMPANY EMPLOYEE IS EXPECTED TO COMMIT 
TO THIS PHILOSOPHY IN THE PERFORMANCE OF HIS OR HER DAILY 
TASKS.

QUALITY FIRST!

T.A. PELSUE COMPANY SENIOR MANAGEMENT TEAM

1.2 - Quality Policy
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1.3 - Warranty Statement

Pelsue Product Warranty:

All Pelsue products are warranted against defects in materials and workmanship in 
accordance with their individual warranty statement.  Warranty does not cover: normal 
wear and tear, modiýcations, improper storage, corrosion, or user neglect.  Equally 
excluded from the warranty are damgage due to accidents, negligence and uses for 
which the product was not designed.

Warranty Coverage*

Pelsue General Workmanship       3 years

Body/Frame/Skeleton        6 years

Running Gear (not including bearings or brakes)    5 years 
 
Other Structure (Doors, Windows, Interior Finish, etc.)    1 year

Gensets (Onan Brand)        2 years or
           2000 hours

Gensets (Honda Brand)        2 years (engine)
           1 year (electrical & frame)

Other Components (AC, Lights, Circuit Breakers    1 year
 Cabinets, etc.)

Pelsue Painted or Plated FInishes      1 year

Ventilation Ducts (Blower Hoses)       3 months    
 

*From date of shipment to original buyer.
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                          F. O . S . T.

This section will describe where to ýnd important trailer data such as Serial Numbers.  Also provided 
is space for recording of this data.

Figure 2a. Location of Trailer Serial
               Number Plate.

Figure 2b. Location of Trailer Data Plate.

Figure 2c. Serial Number Plate
(Record Appropriate Data Here)

2.0 - Trailer Information

2.1 - Trailer Data Plates

The Pelsue FIber Optic Splicing Trailer is equipped with a serial number plate and a 
trailer data plate.  The serial number plate is mounted just inside the curbside door on the 
cabinets, the data plate is mounted on the outer body on the streetside front corner.
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345 5 0

                        F. O . S . T.

GENSET SERIAL NO.                                             

A.C. SERIAL NO.                                                    

Figure 2d. Trailer Data Plate
(Record Appropriate Data Here)

Note:
- Portions of the above data plates have been left blank to allow information speciýc to       
   each trailer to be ýlled in by the owner.

Depending on options & rating selected:
-  The GVWR of the 11 foot trailer (EL & SE series) can be between 2268 KG & 3175 KG 

(5000-7000 LBS.)
- The GVWR of the 13 foot trailer (EX & SX series) is 3175 KG (7000 LBS)

2.1 - Trailer Data Plates Continued

2.2 - Equipment Data
Certain installed components have serial numbers of their own that should be 
recorded for future reference.  Space is provided below for the recording of 
important serial numbers.
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The FOST may be equipped with either a Lunette Eye or a Ball Coupler for a hitching mechanism, 
depending upon selected options.

Figure 3a. Lunette Eye Figure 3b. Ball Coupler

Before Towing the Pelsue Fiber Optic Splicing Trailer please follow the hitching instructions 
provided below.

1.   To couple the trailer to the tow vehicle utilize the trailerôs tongue jack in order to vertically 
align the trailerôs coupler with the tow vehicleôs hitch point (the height of the eye or coupler 
may have to be adjusted within the hitch channel, via the two mounting bolts, in order to 
achieve proper vertical alignment for a level trailer towing stance).   

 

2.   Back the tow vehicle to the trailer;
Lunette Eye - Until the trailerôs lunette eye rests inside the vehicleôs open pintle 
hook.

   OR
Ball Coupler - Until the trailerôs ball coupler is directly above the vehicleôs ball  
hitch.

Note: The lunette eye or ball coupler supplied with your trailer is mounted within a channel allow-
ing for height adjustment of the hitch.  The hitch is fastened within this channel using 2x) 5/8-11 
UNC x 4-1/2ò long Grade 5 Hex Head Cap Screws and 2x) 5/8-11 UNC center-lock nuts.  Center-
Locking nuts utilize a deformed thread mechanical fastening system, the nut and accompanying 
screw are good for a single use only.  If height adjustment of hitch is needed, new Grade 5 cap 
screws and new center-lock nuts must be used.  The new fasteners should be torqued to 135 ft-
lbs.  Care should be taken so as not to overtighten the fastener, any threaded fastener can 
fracture due to excessive tightening torque!

3.0 - Trailer Operation & Usage

3.1 - Towing Instructions


